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CONTRACT NO. 66650

GENERA| NOTES

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING ROADWAY OR
STRUCTURE HAVE BEEN TAKEN FROM EXISTING PLANS AND ARE SUBJECT
TO NOMINAL CONSTRUCTION VARIATIONS. IT SHALL BE THE CONTRACTOR’S
RESPONSIBILITY TO VERIFY SUCH DIMENSIONS AND DETAILS IN THE FIELD
AND TO MAKE NECESSARY APPROVED ADJUSTMENTS PRIOR TO
CONSTRUCTION OR ORDERING OF MATERIALS. SUCH VARIATIONS SHALL
NOT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A CHANGE IN THE
SCOPE OF THE WORK, HOWEVER, THE CONTRACTOR WILL BE PAID FOR

THE QUANTITY ACTUALLY FURNISHED AT THE UNIT BID FOR THE WORK.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY
PROPERTY FROM CONSTRUCTION OPERATIONS AS QUTLINED IN ARTICLE 107.31

OF THE STANDARD SPECIFICATIONS. THE “JULIE” NUMBER IS 1-800~892-0123.

A MINIMUM OF FORTY-EIGHT (48) HOURS ADVANCE NOTICE IS REQUIRED.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE
ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE
REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY
PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR AGENT
HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING AN AUTHORIZED
SURVEYOR REESTABLISH ANY SECTION OR SUBSECTION MONUMENTS
DESTROYED BY HIS OPERATIONS.

THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE
NOMINAL THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL
BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES
IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS MIXTURE
IS PLACED.

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR
THE VARIOUS BITUMINOUS LIFTS.

FOR STABILIZATION, ALL TYPE III BARRICADES SHALL REQUIRE A MINIMUM
OF FOUR SAND BAGS PER BARRICADE.

ON EXISTING PAVEMENT WHICH MAY BE SUPERELEVATED, THE NEW
BITUMINOUS PAVEMENT SHALL BE BUILT WITH THE SAME
SUPERELEVATION UNLESS NEW SUPERELEVATION RATES ARE GIVEN ON
THE PLANS.

ALl ELEVATIONS REFERRING TO U.S.G.S. MEAN SEA LEVEL DATUM.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE
INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUBNUMBER
SHOWN IN THE LIST OF STANDARDS INCLUDED IN THESE PLANS.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN

CALCULATING PLAN QUANTITIES:

~ IN AREAS DESIGNATED TO BE MILLED AND RESURFACED, THE
CONTRACTOR SHALL MATCH EXISTING PAVEMENT SLOPES.

EAP| section

TOTAL | SHEET
COUNTY  SHEETS) “ND.

330 *

KANKAKEE 24 2

* (11X-2)RS-1 & (1L1IRS-4

BITUMINOUS MAT PRIME COAT 0.08 GAL 7 SQ YD OR
0.375 | GAL 7 SQ YD
AGGREGATE PRIME COAT 0.002 | TONS 7/ SQ YD
BITUMINOUS RESURFACING 112 LBS 7 SQ YD / IN
SHORT TERM PAVEMENT MARKING 10 FT 7100 FT OF APPLICATION
MIX FOR CRACKS, JTS & FLLGWYS 0.0003 | TONS / SO YD
LEVEL BINDER (HAND METHOD) 0.0005 | TONS 7/ SQ YD

THE CONTRACTOR SHALL CONTACT JULIE AT LEAST 48 HOURS PRIOR TO
EXCAVATION TO DETERMINE WHICH UTILITIES ARE IN THE AREA.

STONE MATRIX STONE MATRIX
ASPHALT (SMA) ASPHALT (SMA)
BINDER SURFACE
BOTTOM 2/, LIFT TOP 1¥" LIFT

PG GRADE SBS PGTe-~22 SBS PG76-22
MAX % RAP 0% 0%
ALLOWABLE
DESIGN AIR 4,07 @ 4,0%Z ©
VOIDS NSO N50
MINIMUM VMA 16.07% 16.0%
MIXTURE SEE SPECIAL SEE SPECIAL
COMPOSITION PROVISION PROVISION
FRICTION MIXTURE D MIXTURE D
AGGREGRATE (DOLOMITE) (DOLOMITE)
MINIMUM TSR 0.85 0.85
DENSITY CONTROL CORES OR CORES OR
METHOD CORRELATION CORRELATION
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F.A.P. ROUTE 330 (IL ROUTE 17)
SECTION (11X-2)RS-1 & (11,1)RS-4

COUNTY

COUNTY: KANKAKEE

SECTION: (11X-2)RS-1 & (11,1IRS-4

ROUTE: F.A.P. 330 (IL 1T)




